Hecla Mining Company

ESCALANTE UNIT

M. Lowell Braxton

Divisiorn of 011,

Gas & Miwinog

3595 West North Temple
3 Triad Cenmter, Suite 350
Salt Lake City, Utah 84180~-1203

Dear Mr. EBEraxtor,

Pursuant to

yesterday we are
appraval. This
item

1. S8o. Vent
Raise

No. Vent
Railse

G

3. 0id
Irnclirea
Shaft

the bpreliminary

December 1, 1988

LiviSION OF
UiL, GAS & MINING

inspecticon conducted by your staff

submittivg the followivng reclamation plans for your
18 only a partial list conmtaiving those items we hope
to wark on during December, 1988.

Descriptic

107 % 10 x 370!
deep

107 % 10 x 1307
deep

7Y x B x 1200
deep.
70 Deg. Incline

Reclamation Plans

Fill with waste rock to the

level at which & reinforced concrete
plug will be installed. The boattom
af the plug will be & mivimum of 10?
beneath the surface and will be
anchored in competent ground and
built to UDOGM specifications. (We
would propose 1" rebar onjf 12"
centers set  2' into competent rock
located in the bottom third of & 2°
thick corncrete oplupn). The pluog
would then be covered with waste
rock  and filled to the surface,
cavered with topscil and reseeded.

Bloack aff the shaft near the 51235
level using steel beams and timber.
Fill with waste rock to the surface
unless a concrete plup is required
by UDOGM. 6" wide-flanpe bheams
spaced 1’ apart crossed with 8" x 8"
timbers will be used ta block off
the 47 X 47 shaft coperning. If a

plug is required it would be
installed as per UDOGM
specifications. (We would propose
plug specifications identical to
items 1 and 2 above.) The filled

anaft wauld then be covered with
topsaoil and reseeded.
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Install & reinforced cormorete olun

a miviimum of 10! berneath the
surfaces. The piug will be anchored
1o competant ground and installeg as
meys LUDOGM soecifications. {(We woondal
LY o [0 65 69 plug gpoecilfications
rdentical o tbems 1 and & anaove.)
The oiug  wouwld then be cavered with

WASTEH YooK aric Filled too tnhe
surface. This area would then be

covered with toopsall and reseeded.

install a steel bulx head witih &
locked mandooy 500 fram  the portal
into the decline. At & later cate
the decline would be Ffilled with
waste ook Fryuam  the bulkbhead tn
surface. The oortal area will be
recoant oolred, caovered with topsail
ant reseeded. The bulkhead will be
of 1/72Y  steel plate supnorted by a
orid of 6" wide flarge beams on &
IR o *® 87w mattern. Thies supporet
grad will be ancrnored with 778" dia.
% 5 molid evpoxy anchored rock bolts
anaced aoout 3.5 apart.

Yo astaff did not feel HMecla Mirning
Company was resoonsible for

recliaiming thoise Workinns whicoh
predatec o invalvement nere.

However, in the interest of oublic
safety, we  would  aogree to push oin

gl te material wit i o we  can
reasornanly ACCEHS with our

el nmert.,

irvstall a 9 concorete plud. Casirnns
would be out of f as low as oractical
and tne piun  would be kept low
ercpn to permit covering with
tonscll and reseeding.



Paope 3

I have ircluded a long section of the mine and a plan view of most
of the facility. Aae-built records of the above reclamaticon will be
kent and availlable at youwr request.

The last day of work forr ouws mining orew will be December 30,
19288, We  expect tao have marnpowery available throuwoh December to
aceampl ish mueh of the above. Your rapicd respormse to this proposal
wodld be very much appreciated.

Thank you forr your cooperat Lo,
Sirncerely,

Gl Rl

Soombtt N, Hartman
Wit Marnager

Mecla Mining Company
Escalarnte Unit.




